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ABOUT YOUR GREEN/ sTRIKE°MOSQUITO PREVENTER:

Now that you have purchased a Green/sTrike® Mosquito Preventer, you are on

your way to preventing mosquitoes in your outdoor living areas. Just a reminder
that the'Mosquito Preventer works great at reducing “second generation”
mosquitoes that otherwise would be multiplying in'your backyard.

Please carefully read through this manual to understand how to use and

maintain this device.
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HOW TO SETUP YOUR MOSQUITO PREVENTER FOR THE FIRST TIME

Step 1: OPEN THE BOX

Step 2: REMOVE PRODUCT FROM
PACKAGING

Step 3: SEPERATE THE UPPER
BREEDING ZONE FROM
THE BOTTOM RESERVOIR




Step 4: TAKE OUT THE REACTOR FROM RESERVOIR AND SCREW ON THE TOP
OF BREEDING ZONE

Screw the
Reactor
Here

Step 5: NOW OPEN THE SMALL BOX AND TAKE OUT THE TUBE

This Small
Box contains

/ TUBE only.




Step 6 : FIXTHE GIVEN TUBE IN BLACK CYLINDRICAL OPENING.

BLACK
CYLINDRICAL
OPENING




Step 7 : FILL THE BOTTOM RESERVIOR WITH WATER UP TO THE FILL
LINE INDICATED ON THE VIEWING WINDOW

Step 8a : INVERT THE BREEDING ZONE AND PLACE IT OVERTHE
RESERVIOR

MATCH
| | HERE




Step 8b : CLAMP

Peel along the dotted line on the
Landing Strip’s packaging. Remove
out the TWO Landing Strips from
their plastic packaging. Gently peel

off the Glue Protection plastic.

Ensure that the Glue Protection

side of the strips are facing down.
Align the slots of the Landing Strips
up with the Tabs on the Mosquito
Preventer Gently Press down on the
area of the Landing Strips that has the
glue. Fold the landing area of the strips
downward along the edge of the Tank.



Step 9 : FILL IN WATER

THE PUMP
POPS UP

Twist ONE
COMPLETE
ANTICLOCKWISE
Rotation to Open

NOW PUSHTHE | = ﬂ AFTER FILLING WATER
PUMP UP & =

= PRESS THE PUMP
DOWN AND TWIST
DOWN TO FILL ﬁ ﬂ n
WATER

|
|

CLOCKWISE TO LOCK

ENSURE THAT THE LANDING STRIPS ARE HALF DIP
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Step 10 : EMPTY WATER

Move this lever DOWN
to EMPTY WATER

QUICK CYCLE : QUICK CYCLE MEANS EMPTYING AND FILLING THE BREEDING ZONE WITH WATER.
REPEAT QUICK CYCLE AT LEAST TWICE SUCH THAT THE LURE IN THE REACTOR GETS DISSOLVED IN WATER.

YOUR MANUAL MOSQUITO PREVENTOR IS NOW READY TO GO



HOW THE MOSQUITO PREVENTER WORKS

The Mosquito Preventer features patented Zero-Hatch
Technology, that mimics a pond or marsh - the ideal
breeding spot for mosquitoes. This encourages female
ZERO'"ATCH mosquitoes to lay their eggs inside the Breeding-Zone.
TEGHNOLO®®Y Zero-Hatch Technology then captures and eliminates
mosquito eggs to reduce overall mosquito populations

to prevent potentially lethal mosquitoes from
constantly multiplying in your backyard.

1) Attracted by the patented Mosquito Attractant, female mosquitoes will lay
their eggs inside the Breeding-Zone. While laying eggs mosquitoes naturally
deposit a pheromone that acts like an attractant. This communicates to other
mosquitoes that this is a safe place to breed.

2) Perform Quick Cycle every 3 or 5 days*. This process will flush the

eggs through the Reactor, caﬁturing and killing any mosquito eggs from the
Breeding-Zone, preventing them from hatching.

3) The water containing the Mosquito Attractant and pheromones is recycled
back into the Breeding-Zone. This water becomes an increasingly strong
attractant each time the system is cycled.

* Cycle time can be adjusted
based on warmer climates
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ZERO-HATCH TECHNOLOGY FEATURES

Breeding-Zone

BREEDING-ZONE:

Female mosquitoes will lay their eggs
inside of the Breeding-Zone, either on
top of the Landing Strip or directly in
the water. Each time a mosquito lays an
egg, they emit their own pheromone
attractant that tells other mosquitoes
“this is a great spot to lay eggs!”

/ REACTOR:

Every cycle, the mosquito eggs

! / and their natural pheromones are
— — . separated by passing through a

S e —t Reactor. This cycle captures and
- i kills the mosquito eggs while

preserving the natural

pheromones for recycling back

¥ into the Breeding-Zone.
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WHERE TO PLACE THE MOSQUITO PREVENTER

Your land for where mosquitoes are currently breeding. Eliminate as many
alternative breeding spots for mosquitoes as possible.

These May Include:

¢ Yard Waste

¢ Lawn Clippings

¢ Clogged Gutters/Eavestroughs

TRY TO PLACE THE MOSQUITO PREVENTER IN A SPOT THAT MEETS AS
MUCH OF THE BELOW CRITERIA AS POSSIBLE:



















